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Takeoff
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1235
1301
1315
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1512
1603
1604

Takeoff
1055
1111
1151
1202
1226
1242

Takeoff
1342
1407
1425

1447

1527
1554

Takeoff
1100
1134
1223
1241

Landing
1129
1243
1312
1327
1503
1521
1603
1618

Landing
1106
1121
1200
1215
1237

Landing
1348
1423
1438

1457

1537
1603

Landing
1106
1150
1233
1252

Instrument
Zenmuse X3
Zenmuse X3
Zenmuse X3
Zenmuse X3
Zenmuse X3
Zenmuse X3
Zenmuse X3
Zenmuse X3

Instrument
Loal
Loal
POM
POM
POM

Instrument
Zenmuse X3
POM
POM

POM

POM
Zenmuse X3

Instrument
Zenmuse X3
POM
POM
POM

Notes

Notes
Low-cost Ozone-carbon Quadcopter Integration (LOQI)

this is probably not a flight

Notes

flight pom has GPS, surface does not. Formatted sd card preflight

good flight - ran battery to 7%, autolanded at 10%

motor overload warnings

new propellers - cleaned off and let drone cool down. No motor overload
warnings -- immediately pre-storm

immediately post-storm. Strong crosswind; tilty drone. POM capture failure -
POM full.

lighthouse photo-video
Notes
vertical profile-dash-vert

vert-dash-vert
racetrack @ 120m
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1313
1445
1511
1608
1650
1714
1747

Takeoff
1143
1216
1245

1315
1345
1515

1602
1630
1700
1730

Takeoff

1100
1130
1200
1230
1302
1352
1407
1417
1514
1535

1323
1452
1520
1621
1658
1720
~1757

Landing
1156
1227
1255

1324
1354
1527

1614
1638
1707
1737

Landing

1112
1139
1207
1242
1310
1403
1414
1419

1518?

1542ish
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POM

Instrument
POM
POM
POM

POM
POM
POM

POM
POM
POM
POM

Instrument

POM
POM
POM
POM
POM
POM
POM
Zenmuse X3
POM
POM

post-incident test flight -- all systems go
120M RACETRACK INTO BAY
vert-dash-vert

vert-dash-vert bay

120 square + vert

120m vert over site

120m vert over site

Notes
dash-vert into bay, followed by trailer surveys
dash into bay, vert at .5km, dash back, slow-vert at site

multi-lobe .75km high-speed racetrack plus vert & island shenanigans
vert on site, synced with hmi sonde launch - no data from sonde :( compass
calibration error on launch

vert on site, 30m after hmi sonde launch

2 verts on site - buzzed by single engine prop a/c
Synced to sonde launch - compass calibration error on launch -- possibly that
spot, or possibly the radiosonde?

120m at site, dash to bay, quick vert, quick vert east, return
land-water stacks -- 70 km/h out, 40km/h in
land-water stacks -- 70 km/h out, 40km/h in

Notes
synced with sonde that bounced. Chased sonde to 120 meters, then land/sea
stacks. POM FULL, NO DATA

.3km in/out land/sea stacks, followed by slow 120m-0 descent to surface

vert at site, dash .5km to bay, vert, return

bay vert, coast vert, site vert

bay vert

sonde sync - boat arrived!

boat POM overflight

boat photo shoot

aborted due to airspace deconflictation with Maryland State Police helicopter
vert at site, loop to .45km into bay, back to site
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1615
1645
1657

1710ish

Takeoff

n/a

1136

1200
1234

1321
1404
1445
1535
1600
1636

1653ish
~1707
1719

Landing
1142

1211
1242
n/a
1330
1412
1454
1545ish
1613
1645

POM
Loal
Loal
Loal

Instrument

POM

POM
POM
POM
POM
POM
POM
POM
POM
Zenmuse X3

sonde sync -- ozonesonde was upside down
Ozone sensor - dash to bay ascent, descent at site
hmi parallel

barge intercept!

Notes

.3km, vert over bay, vert over site. Wiped POM preflight. Aborted at 50% of
bay vert for airspace deconflict (helicopter)

.7km asc vert over bay, desc vert over site. - no capture. POM operator error?
Wiped and restarted

.8km desc vert over bay, aborted at 50m due to us navy transit

canceled due to US Navy transit. Downloaded and wiped POM

.8km vert over bay, .4 partial vert, site recovery

.8km vert over bay, .4 partial vert, site recovery. Downloaded and wiped POM.

loop along shoreline, .7km out, vertical at site.
1.2km trip + vert + loop
osprey nest!



